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The Function and Advantages of Hydraulic Cone Crusher

Due to the adoption of good crushing frequency 

and eccentric distance, the content of fine particle 

materials in the crushed materials is higher, and 

the content of the materials smaller than the 

discharging mouth can reach 80%, thus significantly 

improving the processing ability of the following 

equipment and reducing the comprehensive energy 

consumption.

1 - Locking bolt

2 - Feed bowl hopper

3 - Bowl

4 - Adjustment ring

5 - Head bowl

6 - Main frame

7 - Socket liner

8 - Upper head bushing

9 - Countershaft

10 - Countershaft bushings

11 - Gear and pinion

12 - Main shaft

13 - Eccentric thrust bearing

14 - Counterweight guard

15 - Tramp Release assembly

16 - Eccentric bushing

17 - Eccentric

18 - Lower head bushing

19 - Head

20 - Mantle

21 - Bowl liner

22 - Hydraulic adjustment motor

23 - Clamping cylinders

24 - Torch ring

25 - Cone feed plate



Features

1. The perfect combination of high performance 

crushing chamber and high crushing frequency.

2. It adopts hydraulic operation, so that the use 

is convenient and easy to realize automation and 

its reliability and service life is greatly improved.

3. It is simple in structure, convenient and fast in 

operation, maintenance and adjustment of the 

discharging mouth.

4. This machine has reliable performance and 

convenient operation.



Characteristics:

Processing capacity: 12-1000t/h

Cone diameter: 600-2200mm

Feeding size: 35-300mm

Discharge opening: 3-60mm

Applied material: barite, marble, calcite, 

kaoline, coal, gypsum, concrete.

Working principle:

Technical data:

When cone crusher begins to work, the electro 

motor drives the eccentric sleeve through the 

spring coupling, drive shaft and a pair of angle gear, 

so that the crushing wall of cone crusher gets close 

to and then gets away from the surface of the rolling 

mortar wall fixed on the adjusting sleeve, and the 

ores inside the crushing chamber will be constantly 

impacted, squeezed and bent to be crushed.
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Pre-sale services: enthusiasm

Sale services: servant

After-sale services: faithfulness

We provide you with the prophase plan, process flow design and manufacturer equipment according to your special demand.

Send technicians to the jobsite for guiding the installation and adjustment, training operators and finishing the check and accept
 together with you.

To establish long term friendship, we will regularly pay return visit to customers.Supplying technique, building design, instruction
, installation 
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